-

EXISTING TELECOMMUNICATIONS JUNCTION BOX TO BE ) PROPOSED GUTTER PAN ELEVATION
RESET AT GRADE WITH PEDESTRIAN TRAFFIC RATED COVER SHALL MATCH EXISTING PAVEMENT MAINTAIN DRAINAGE GAP BETWEEN
ELEVATION. PROVIDE SMOOTH VERTICAL SPEED BUMP AND FACE OF CURB

EXISTING LANDSCAPE SHRUBS

(SEE DETAIL XX—XX)
TO BE REMOVED, TYP.

CURVES FOR CURB AND MAINTAIN
DRAINAGE PATTERNS, TYP.

TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF
EXISTING LANDSCAPE

STONES TO BE REMOVED

NOSE—-DOWN CURB

0 -
] LL
O LLl
L EXISTING TREE TO BE PROTECTED 0T
N / DURING CONSTRUCTION N
]
0 0+00 RESET UTILITY )
\ COVER AT GRADE 3:'
& —
®
RESET UTILITY LL
COVERS AT GRADE m
EXISTING TREE TO BE PROTECTED

Q EXISTING TREE TO BE PROTECTED DURING CONSTRUCTION U)

o DURING CONSTRUCTION Ul

PROPOSED 4 SIDEWALK, TYP. REE(‘)S(:TA%DS@ gﬁogﬁ PROPOSED COMBINATION PROPOSED GREEN STRIP =

CURB AND GUTTER, TYP. (VARIABLE WIDTH), TYP. ___]

EXISTING FIRE HYDRANT SHALL NOT

EXTEND INTO PROPOSED SIDEWALK T
e

EXISTING WATER VALVE BOX TO BE
RESET AT GRADE WITH PEDESTRIAN
TRAFFIC RATED COVER

1
I E

I

PATCH DRIVEWAY ASPHALT TO MATCH

EXISTING DRIVEWAY GRADE, TYP.
\ RESET BRICK WALKWAY TO MATCH
_ PROPOSED DRIVEWAY APRON, TYP. [“E,W SIDEWALK ELEVATION
EXISTING LANDSCAPE SHRUBS/PLANTINGS PATCH ASPHALT AND TIE INTO EXISTING DRIVEWAY, TYP.
TO BE REMOVED, TYP. \
EXISTNG TREE TO BE PROTECTED —
[ . DURING CONSTRUCTION T

SIDEWALK PLAN
STA. 0+00 — STA. 4+50 (APPROX.)

GENERAL NOTES:
1. ALL SIDEWALKS TO HAVE 2% CROSS—SLOPE MAXIMUM.

~E@L )/» 2. CONTRACTOR TO MAINTAIN EXISTING DRAINAGE TOPOGRAPHY

ALONG ROUTE OF PROJECT.

3. ALL GRADING TO BE AT A MAXIMUM 3:1 SLOPE TO MATCH
EXISTING GRADE WITHIN PROJECT LOD.

E/\/ UE 4. SIDEWALK SHALL BE SLOPED TOWARDS ROADWAY UNLESS

OTHERWISE SPECIFIED.

- 5. TREE PROTECTION MUST BE PROVIDED FOR TREES LOCATED
WITHIN THE LOD ALONG THE LENGTH OF THE PROJECT
DURING CONSTRUCTION.

6. THE TOWN SHALL REVIEW ALL SIDEWALK FORMWORK FOR
ALIGNMENT VERIFICATION PRIOR TO PLACEMENT OF CONCRETE.

TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF

7. CURBS SHALL BE PLACED ON SMOOTH HORIZONTAL CURVES
RESET BRICK WALKWAY TO PROPOSED DRIVEWAY APRON, TYP. AND SHALL NOT BE FORMED WITH A SERIES OF TANGENTS.
MATCH NEW CURB ELEVATION
8. SIDEWALKS SHALL CURVE AS SHOWN. NO SHARP BREAKS IN
ALIGNMENT WILL BE ALLOWED UNLESS SPECIFICALLY NOTED.
SIDEWALKS SHALL HAVE SWEEPING CURVES AS SHOWN.

PROVIDE POSITIVE DRAINAGE TOWARD CURB

PROPOSED GREEN STRIP
(VARIABLE WIDTH), TYP. FROM SIDEWALK FOR ALL GREENSPACE, TYP. U !'t
AVEN /ﬁ@@ MATCH EXISTING CURB AND GUTTER

1 6+00

MATCH EXISTING SIDEWALK

MATCH LINE SEE THIS SHEET

EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION

EXISTING SMALL CALIBER

EXISTING TREES TO BE —

u] . PROTECTED DURING TREES/SHRUBS TO BE
5 CONSTRUCTION REMOVED OR RELOCATED
% RESET BRICK WALKWAY AS EXISTING LANDSCAPE SHRUBS/PLANTINGS
. TO BE REMOVED. ONLY REMOVE
N NECESSARY TO MATCH NEW PROPOSED 4 SIDEWALK, TYP. VEGETATION NECESSARY FOR SIDEWALK
— SIDEWALK ELEVATION INSTALLATION. VEGETATION REMOVAL
— SHALL BE AS MINIMAL AS POSSIBLE, TYP.
v EXISTING ADDRESS MARKER TO
BE RELOCATED AS SHOWN TIE OFF ALL GRADES BEHIND SIDEWALK AT
MAXIMUM 3H:1V SLOPE. PROVIDE POSITIVE
DRAINAGE TOWARD SIDEWALK, TYP.
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WAVERLY AVENUEL

CURB AND GUTTER TO MATCH EXISTING

MATCH EXISTING SIDEWALK

RESET STONE PAVERS TO MATCH
NEW SIDEWALK ELEVATION

EXISTING TREE TO BE PROTECTED

TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF DURING CONSTRUCTION

s b/

RESET STONE PAVERS TO MATCH
PATCH AND TIE INTO NEW SIDEWALK ELEVATION

EXISTING DRIVEWAY, TYP.

RESET UTILITY

PROPOSED ADA RAMP WITH

DETECTABLE WARNING SURFACE

T 1400

L

10+00

FILL SLOPE BEHIND SIDEWALK @ 3H:1V MAX.

SIDEWALK TO BE FLUSH WITH
TOP OF EXISTING INLET SLAB

e /
EXISTING WATER VALVE BOX TO BE /
RESET AT GRADE WITH PEDESTRIAN
;RAFFIC RATED COVER
N /E
EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION

SIDEWALK TO BE SET AT TOP OF
EXISTING STEPS ELEVATION

MAINTAIN EXISTING DRAINAGE
AWAY FROM ROAD

<

EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION PROPOSED ADA RAMPS WITH

DETECTABLE WARNING SURFACES

SEE TREE PROTECTION PLANS FOR
SPECIFIC TREE CARE MEASURES

65% DESIGN DRAWINGS

PROPOSED 4’ SIDEWALK TO REPLACE

\ e

EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION

MONTROSE

EXISTING 4’ SIDEWALK, TYP.

PROPOSED DRIVEWAY APRON, TYP.

SIDEWALK PLAN
STA. 10+00 — STA. 15+00 (APPROX.)

CHANNEL BOTTOM TO BE
FLUSH WITH PAVEMENT

\ PROPOSED CURB FLUME

+
PROPOSED COMBINATION PROPOSED CONCRETE CHANNEL */ "E \8+00
CURB AND GUTTER, TYP. T0 DIRECT RUNOFF TO ROAD ~
EXISTING TREE TO BE PROTECTED
EXISTING TREE TO BE PROTECTED DURING CONSTRUCTION

DURING CONSTRUCTION =
/ —
REBUILD TIMBER=C

WALL AS SHOWN

NOSE—-DOWN CURB

MATCH EXISTING CURB ¥~ . CONSTRUCT RAISED
: AN DRIVEWAY HUMP AS SHOWN

,\

RESET STONE PAVERS TO MATCH
NEW SIDEWALK ELEVATION

6" HEAD&R CURB EXTENDING TO ROW LINE

\ \
RAINWATER FLUME BOTTOM TO MATCH ELEVATION OF
EXISTING STORM CHANNEL
\

EXISTING STONE DRAINAGE COURSE
\

PROPOSED GREEN STRIP \
(VARIABLE WIDTH), TYP. \

TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF

6" HEADER CURB AT BACK OF SIDEWALK

/
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SIDEWALK PLAN

STA. 15+00 — STA. 19+75 (APPROX.)

“"AVENUE

COVER AT GRADE

74+OO

PROPOSED GREEN STRIP
(VARIABLE WIDTH), TYP.

PROPOSED COMBINATION
CURB AND GUTTER, TYP.
EXISTING TREES TO BE PROTECTED
DURING CONSTRUCTION

EXISTING ABANDONED ASPHALT
DRIVEWAY APRON TO BE REMOVED

FILL SLOPE @ 3H:1V MAX.
BEHIND SIDEWALK

AR SET SIDEWALK TO MATCH
iy EXISTING CONCRETE WALKWAY

EXISTING WATER VALVE BOX TO BE
RESET AT GRADE WITH PEDESTRIAN

TRAFFIC RATED COVER

EXISTING WATER VALVE BOX TO BE
RESET AT GRADE WITH PEDESTRIAN

RESET STONE PAVERS TO MATCH
TRAFFIC RATED COVER NEW SIDEWALK ELEVATION

s ; SORNY, h REPAIR EXISTING WALKWAY TO
A E N E S. MATCH NEW SIDEWALK
7) ELEVATION
f

SS
PROPOSED DRIVEWAY
APRON, TYP.

RS RE ]
’ g

7
)
(%]

/ /'~ EXISTING FIRE HYDRANT SHALL NOT
PATCH AND TE INTO / EXTEND INTO PROPOSED SIDEWALK

EXISTING DRIVEWAY, TYP. / /

SIDEWALK TO BE FLUSH WITH T~
TOP OF EXISTING INLET SLAB ~

PROPOSED 4’ SIDEWALK TO REPLACE 4
EXISTING 4’ SIDEWALK, TYP. 4

EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION

7' MIN. CLEARANCE UNDER

UTILITY POLE GUY-WRE ’
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TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF

PROPOSED 4’ SIDEWALK TO REPLACE
EXISTING 4’ SIDEWALK, TYP.

20+00

EXISTING TREE TO BE REMOVED

PROPOSED COMBINATION

PROPOSED GREEN STRIP CURB AND GUTTER, TYP.

(VARIABLE WIDTH), TYP.

EXISTING FIRE HYDRANT SHALL NOT
/— EXTEND INTO PROPOSED SIDEWALK

MAINTAIN DRAINAGE GAP BETWEEN
SPEED BUMP AND FACE OF CURB
|

PATCH AND TIE INTO
EXISTING DRIVEWAY, TYP.

EXISTING TREE TO BE PROTECTED
DURING CONSTRUCTION

EXISTING WATER VALVE BOX TO BE
RESET AT GRADE WITH PEDESTRIAN
TRAFFIC RATED COVER

PROPOSED DRIVEWAY APRON, TYP.

EXISTING STONE WALL
NOT TO BE DISTURBED

RESET BRICK WALKWAY TO MATCH
NEW SIDEWALK ELEVATION

| | ] {F ]
| | | | r : |
- r L \ \ ADJUST SANITARY CLEANOUT r —
| MATCH SIDEWALK TO EXISTING | . | |
| PAVED WALKWAY ELEVATION | \ \ | TO NEW GR“ADE | |
| | | — \ \ | | |
| | | | ? ‘\ o | | |
! / ! | | | | \ \ RESET STONE PAVERS TO MATCH \ \
EXISTING TREE TO BE PROTECTED | | | | | \ |
DURING CONSTRUCTION | | | | | \ \ ‘ NEW SIDEWALK ELEYA“ON | |
‘ J J w‘ \ \ ‘ ‘
| | | | | x | | | |
| | . | | | | f | | | |
q | | | | x \ | | \ |
\ w c J \ \ \ ‘ ‘ L \
| | - | | | | | | | —
- SIDEWALK TO BE RAISED ABOVE | — | | | | ‘\ | | |
EXISTING TO AVOID TREE ROOT ~ | | | | | \ | |
IMPACT | | | | | | | \ L |
| | | | I | | —
|| | | | - |
RESET UTILITY SIDEWALK PLAN
COVER AT GRADE STA. 19+75 — STA. 24+75 (APPROX.)
/\" /J ‘
RESET SANITARY SEWER BOX AT GRADE
PROPOSED GREEN STRIP WITH PEDESTRIAN RATED COVER
5 (VARIABLE WIDTH), TYP.
6+00 PROPOSED COMBINATION
CURB AND GUTTER, TYP.
MATCH EXISTING LL?
CURB AND GUTTER b
MATCH EXISTING
SIDEWALK 2’
% w
\’
W TOTAL LOD FOR ALL
Wl SIDEWALK WORK = 45,034 SF
PROPOSED DRIVEWAY APRON, TYP.
W | |
uzA PATCH AND TIE INTO o] <8400
— EXISTING DRIVEWAY, TYP. o
| LLJ
T RESET UTILITY m
COVER AT GRADE
8 O 29+00 59
A PROPOSED 4' SIDEWALK TO REPLACE % +17
= EXISTING 4’ SIDEWALK, TYP. ONTAVET ]
\ | | | \Wa
\ I \‘ ] \
‘ \‘\\ E ‘\ \‘ “‘ &
\ | | |
| | | | J
\‘\ “\ “\ “ \“
\ | | |
\ \ \ | \ m
\\ \“ “‘ | ‘ —
| | | ) TOWN OF GARRETT PARK
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S0+00

31+00

MONTROSE AVENUE

|
T

““ OXFORD

NOSE—-DOWN CURB

MATCH EXISTING SIDEWALK

32400

— L

41+ 28 E

| —— PROPOSED ADA RAMP WITH DETECTABLE
WARNING SURFACE, TYP.

PROPOSED COMBINATION
CURB AND GUTTER, TYP.

REMOVE EXISTING ALL LANDSCAPING AND
IRRIGATION LINES ENCOUNTERED WITHIN THE LOD \

EXISTING LANDSCAPE SHRUBS/PLANTINGS L
TO BE REMOVED, TYP.

NARROW SIDEWALK TO 3’ IN
FRONT OF UTILITY POLE

AVENUE

PATCH AND TIE INTO EXISTING DRIVEWAY, TYP.

CLERMONT

EXISTING TREE TO BE REMOVED

— TRANSITION VERTICAL CURB TO
ROLLED CURB TO MATCH EXISTING
CURB AND GUTTER

EXISTING SIGN TO BE
RELOCATED AS SHOWN

EXISTING SIGN TO BE
/ RELOCATED AS SHOWN

/ EXISTING TREE TO BE REMOVED
|

NOSE—-DOWN CURB

MATCH EXISTING CURB

TOTAL LOD FOR ALL SIDEWALK WORK

33+00

= 45,034 SF

EXISTING TREE TO BE PROTECTED |
DURING CONSTRUCTION

65% DESIGN DRAWINGS

PROPOSED GREEN STRIP
(VARIABLE WIDTH), TYP.

Engineering a Sustainable Future
Nobis Engineering, Inc.
20410 Century Boulevard, Suite 230
Germantown, MD 20874
T(301) 528-2010
www.nobiseng.com

Client - Focused, Employee - Owned

PROFESSIONAL CERTIFICATION:

| CERTIFY THAT THESE DOCUMENTS
WERE PREPARED OR APPROVED BY
ME, AND THAT | AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE
LAWS OF THE STATE OF MARYLAND.

LICENSE NO. 31168

EXPIRATION DATE: 1/12/2019

PROPOSED 4’ SIDEWALK, TYP.

REBUILD STONE PAVERS TO MATCH

NEW SIDEWALK ELEVATION
PROPOSED DRIVEWAY APRON, TYP.

\ EXISTING TREES TO BE PROTECTED J

| DURING CONSTRUCTION |

| EXISTING TREE TO BE PROTECTED
| \ DURING CONSTRUCTION

-

\

SIDEWALK PLAN

OXFORD STREET: STA. 40+00 — STA. 46+75 (APPROX.)
MONTROSE AVENUE: STA. 30+00 — STA. 33+00 (APPROX.)

EXISTING\ SIGN TO BE
RELOCATED AS SHOWN

CLERMON

AVENUE

\\ ‘

'F N

EXISTING BOULDERS
TO BE RELOCATED

L

ks

MATCH LINE SEE SHEET PS-05
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STREET

— — e —

|
PROPOSED ADA RAMP WITH DETECTABLE | |
MATCH EXISTING WARNING SURFACE, TYP.
CURB AND GUTTER REMOVE EXISTING WOODEN FENCE WITHIN PUBLIC | |
RIGHT-OF—WAY AND REBUILD PARALLEL TO SIDEWALK o — - | PROPOSED GREEN STRIP
(VARIABLE WIDTH), TYP.
PROPOSED COMBINATION
CURB AND GUTTER, TYP. PROPOSED 12"
OX O S / CONCRETE KNEE—WALL
— ﬁét

—s

EXISTING UTILITY POLE
PROPOSED 4’ SIDEWALK, TYP. AND GUY WRE

MAINTAIN DRAINAGE GAP BETWEEN

SPEED BUMP AND FACE OF CURB \— EXISTING SIGN TO BE

RELOCATED AS SHOWN EXISTING SIGN TO BE
RELOCATED AS SHOWN

PROPOSED DRIVEWAY APRON, TYP.

— EXISTING SIGN TO BE
RELOCATED AS SHOWN oUDLUAVTO

EXISTING LANDSCAPE SHRUBS/PLANTINGS

Lo

_

O TO BE REMOVED, TYP. s PATCH AND TIE INTO EXISTING DRIVEWAY, TYP.

L NARROW SIDEWALK TO 3" TO

O AVOID EXISTING TREE

] PROPOSED COMBINATION PROPOSED GREEN STRIP,
T CURB AND GUTTER, TYP. VARIABLE WIDTH, TYP.

KESWICK

3
E
=
m
m
-
E<
W
7]
1

MATCH LINE SEE SHEET PS—O4
MATCH LINE SEE THIS SHEET

NARROW SIDEWALK TO 3’ TO

EXISTING LANDSCAPE SHRUBS/PLANTINGS
AVOID EXISTING TREE

TO BE REMOVED, TYP.

—

EXISTING TREE TO BE PROTECTED
OTAL LoD FOR ALL DURING CONSTRUCTION
SIDEWALK WORK = 45,034 SF
SET SIDEWALK TO MATCH B
EXISTING CONCRETE WALKWAY RESET STONE PAVERS TO MATCH

NEW SIDEWALK ELEVATION

PATCH AND TIE INTO EXISTING DRIVEWAY, TYP.

—

SIDEWALK PLAN

STA. 46+75 — STA. 52+00 (APPROX.)

PROVIDE HIGH POINT JUST BEHIND SIDEWALK AND PORTION OF
RECONSTRUCTED DRIVEWAY AND PITCH SIDEWALK TOWARD ROAD.

STREET

- ' , , OXFORD  STREET e v o s

52400 / | : ; |
: —
')Q A {/\( \:;zmi’ LAY — m &/ ‘r& 56+OO 56+15
. , am
L oo o0 / § —~
L - L
N = = -
2 @)
L RESET STONE PAVERS
= TOTAL LOD FOR ALL SIDEWALK WORK = 45,034 SF TO MATCH NEW 2
Ll - SIDEWALK ELEVATION RESET STONE PAVERS EXISTING SIGN TO BE
TO MATCH NEW  RELOCATED AS SHOWN :>.4
L RESET STONE PAVERS REBUILD TIMBER WALL AS SHOWN —/ — SIDEWALK ELEVATION 6" HEADER CURB
0p] TO MATCH NEW ;‘ «“ BEHIND LANDING L‘ﬁ]
L SIDEWALK ELEVATION RESET BRICK WALKWAY ; EXISTING FIRE HYDRANT SHALL NOT
= | | TO MATCH NEW | ‘ ‘ EXTEND INTO PROPOSED SIDEWALK g
< PROPOSED 4’ SIDEWALK, TYP. | SIDEWALK ELEVATION | |
1 | | 5‘ | | EXISTING SIGN TO BE
I | “ | PROPOSED DRIVEWAY APRON, TYP. ‘ RELOCATED AS SHOWN
L \ s c /
<~ | | | |
O EXISTING TREE TO BE PROTECTED —/ s e‘
— DURING CONSTRUCTION | 3‘ | | | PROPOSED DA \»R«:grqpunvé'TguggggA%%
<H | | | | | |
| | | - | ““‘“ [ X /
| EXISTING TREE TO BE PROTECTED L ' o
L - — SURING CONSTRUCTION NAIIQ-_E(C))K‘!TS:I)DEV(]%UK T}opgl_ Elg— —_ TRANSITION FROM VERTICAL CURB TO ROLLED CURB
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